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Architectural and Transp. Barriers Compliance Board § 1192.115 

(c) If portions of the car are modified 
in a way that affects or could affect ac-
cessibility, each such portion shall 
comply, to the extent practicable, with 
the applicable provisions of this sub-
part. This provision does not require 
that inaccessible cars be retrofitted 
with lifts, ramps or other boarding de-
vices. 

(d) Passenger coaches or food service 
cars shall have the number of spaces 
complying with § 1192.125(d)(2) and the 
number of spaces complying with 
§ 1192.125(d)(3), as required by 49 CFR 
37.91. 

(e) Existing cars retrofitted to meet 
the seating requirements of 49 CFR 
37.91 shall comply with §§ 1192.113(e), 
1192.123, 1192.125(d) and shall have at 
least one door on each side from which 
passengers board complying with 
§ 1192.113(d). Existing cars designed and 
manufactured to be accessible in ac-
cordance with Department of Transpor-
tation regulations implementing sec-
tion 504 of the Rehabilitation Act of 
1973 that were in effect before October 
7, 1991, shall comply with § 1192.125(a). 

§ 1192.113 Doorways. 
(a) Clear width. (1) At least one door-

way, on each side of the car from which 
passengers board, of each car required 
to be accessible by § 1192.111(a) and 
where the spaces required by 
§ 1192.111(d) are located, and at least 
one adjacent doorway into coach pas-
senger compartments shall have a min-
imum clear opening width of 32 inches. 

(2) Doorways at ends of cars con-
necting two adjacent cars, to the max-
imum extent practicable in accordance 
with regulations issued under the Fed-
eral Railroad Safety Act of 1970 (49 
CFR parts 229 and 231), shall have a 
clear opening width of 32 inches to per-
mit wheelchair and mobility aid users 
to enter into a single-level dining car, 
if available. 

(b) Passaway. Doorways required to 
be accessible by paragraph (a) of this 
section shall permit access by persons 
using mobility aids and shall have an 
unobstructed passageway at least 32 
inches wide leading to an accessible 
sleeping compartment complying with 
§ 1192.127 or seating locations com-
plying with § 1192.125(d). In cars where 
such doorways require passage through 

a vestibule, such vestibule shall have a 
minimum width of 42 inches. (see Fig. 
4) 

(c) Signals. If doors to the platform 
close automatically or from a remote 
location, auditory and visual warning 
signals shall be provided to alert pas-
sengers of closing doors. 

(d) Coordination with boarding plat-
forms—(1) Requirements. Cars which pro-
vide level-boarding in stations with 
high platforms shall be coordinated 
with the boarding platform or mini- 
high platform design such that the hor-
izontal gap between a car at rest and 
the platform shall be no greater than 3 
inches and the height of the car floor 
shall be within plus or minus 5⁄8 inch of 
the platform height. Vertical align-
ment may be accomplished by car air 
suspension, platform lifts or other de-
vices, or any combination. 

(2) Exception. New cars operating in 
existing stations may have a floor 
height within plus or minus 11⁄2 inches 
of the platform height. 

(3) Exception. Where platform set- 
backs do not allow the horizontal gap 
or vertical alignment specified in para-
graph (d) (1) or (2) of this section, plat-
form or portable lifts complying with 
§ 1192.125(b), or car or platform bridge 
plates, complying with § 1192.125(c), 
may be provided. 

(4) Exception. Retrofitted vehicles 
shall be coordinated with the platform 
in existing stations such that the hori-
zontal gap shall be no greater than 4 
inches and the height of the vehicle 
floor, under 50% passenger load, shall 
be within plus or minus 2 inches of the 
platform height. 

(e) Signage. The International Sym-
bol of Accessibility shall be displayed 
on the exterior of all doors complying 
with this section unless all cars and 
doors are accessible and are not 
marked by the access symbol (see Fig. 
6). Appropriate signage shall also indi-
cate which accessible doors are adja-
cent to an accessible restroom, if appli-
cable. 

§ 1192.115 Interior circulation, hand-
rails and stanchions. 

(a) Where provided, handrails or stan-
chions within the passenger compart-
ment shall be placed to permit suffi-
cient turning and maneuvering space 
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